SEE STANDARD MD 605.26-01
FOR TRAFFIC BARRIER HEIGHT 1

VARIABLF
10:1 MAX

SHOULDER

BN

MATERIAL AS SPECIFIED

IN SECTION 901 OF THE
SPECIFICATION BOOK

3'-3" DESIRABLE

|
6 IN. ABSOLUTE MIN.
TO HINGE POINT

1 FOUNDATION TUBES SHALL NOT
PROJECT MORE THAN 4

SECTION A-A

NOTES

A ww N -

A=
GRADE TO LIMIT OF END TREATMENT
OR AS DIRECTED BY THE ENGINEER
10 FT.
MIN.
HINGE POINT OF VARIABLE 10:1 MAX. GRADING—/7 \\
S
Eq \\feﬁp
wse \\\e\f:/
2 8
3|3 N2
== ~
NI ~ -
EDGE OF SHLD. —— ~
<:| DIRECTION OF TRAFFIC
A<—
PLAN VIEW

SURFACE ADJUSTMENT SHALL BE STABILIZED WITHIN 48 HOURS.
ADDITIONAL SURFACE ADJUSTMENTS MAY BE REOQUIRED.
PAID FOR USING CATEGORY CODE ITEM 661550.
DEFINITION OF 3 R TYPE WORK IS RESURFACE.

DEPENDING ON THE END TREATMENT USED.
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